
Doblò & e-Doblò Van - DIMENSIONS

External dimensions (mm) L1 L2
Length 4401 4751
Front overhang
Wheelbase 2785 2975
Rear overhang 726 886
Width (outside mirror folded)
Width (with exterior mirrors open)
Height (min - max) 1796 - 1860 1812 - 1820
Ground clearance (depending on equipment)

Rear wing doors (mm) L1 L2
Opening width max. bottom/top
Opening height
Min loading threshold 547 560
Max loading threshold 610 610

Sliding door dimensions (mm) L1 L2
Opening width
Opening height

Trunk dimensions (mm) L1 L2
Height
Length (without Magic Cargo) 1817 2167
Length (with Magic Cargo) 3090 3440
Half-height length 1525 1875
Magic Cargo hatch height / length
Width between wheel housings
Max width (1 sliding door / 2 sliding doors)

Trunk volumes (m3) L1 L2
Trunk volume (without Magic Cargo) 3,3 3,9
Trunk volume (with Magic Cargo) 3,8 4,4
Possible number of Europallets 2

890

1921
2107

145-175

1241 / 1087
1196

612 / 298
1229

1630 / 1527

1072
641 - 675

1200 - 1270



Doblò Van - TECHNICAL DATA

Engine
Petrol 1.2L 110hp
6-speed Manual

Diesel 1.5L 100hp
6-speed Manual

Diesel 1.5L 130hp
6-speed Manual

Diesel 1.5L 130
8-speed Automatic

Emission standard
Cylinder type/number R3
Dispalcement cm3 1199 1499 1499 1499
Max power kW (hp) / rev/min 81 (110) / 5.500 75 (102) / 3.750 96 (130) / 3.750 96 (130) / 3.750
Max torque Nm / rev/min 205 / 1.750 250 / 1.750 300 / 1.750 300 / 1.750

Type of gearbox Automatic
No. of gears 8

Type
Turning radius measured from wheel (m)

Front
Rear

with normal payload
with increased payload
with the option of 16" aluminum rims

Combined (l/100km) WLTP 6,4 5,3 5,8 5,6
CO2-Emission combined (g/km) WLTP 148 140 154 150
Fuel Petrol
Fuel tank capacity (l) 61

Transmission

205/60 R16

5
Manual

Euro6d-ISC-FCM
R4

50
Diesel

Power steering
L1 10.85 / L2 11.43

disc brakes (ventilated)
disc brakes

195/65 R15
205/60 R16

Steering

Brakes

Wheels and tyres

Consumption



e-Doblò Van - TECHNICAL DATA

Engine L1 L2
Max power kW (hp)
30-minute-power kW (hp)
Max torque Nm

Drive
Transmission

Battery type/ capacity kWh
Combined consumption (kWh/km)
CO2 emission (g/km)
Mode 2 charging, 0 - 100% (10A socket)
Mode 3 charging, 0 - 100% (11kW/3-phase wallbox)
Fast charging, 0 - 80% (100 kW CCS)

standard
with the option of 16" aluminum rims

Range (with full battery) in km according to WLTP
Max speed km/h 135
Acceleration 0-100 km/h (sec) 11,2 11,7

~31 hours

100 (136)
57 (77)

270

Powertrain

Battery / charging system

front-wheel
Automatic electric drive with fixed gear ratio

Li-ion / 50
18,0 - 19,2

0

215/65 R16
205/60 R16

up to 278km

~5 hours
~30 minutes

Wheels and tyres

Performance



Doblò Van & Crew Cab - WEIGHTS

2 seats 3 seats 2 seats 3 seats
Own mass 1404 1405 1455 1475
Total mass 1940 1960 2290 2290
Max payload 536 555 835 815
Compound mass 3140 3160 3140 3140
Max braked trailer mass 1200 1200 850 850
Max brakeless trailer mass 670 670 710 710
Max roof load
Max support load (vertical)

2 seats 3 seats 2 seats 3 seats
Own mass 1446 1468 1463 1483
Total mass 2020 2040 2370 2390
Max payload 574 572 907 907
Compound mass 3370 3390 3370 3390
Max braked trailer mass 1350 1350 1000 1000
Max brakeless trailer mass 710 710 720 720
Max roof load
Max support load (vertical)

2 seats 3 seats
Own mass 1516 1539
Total mass 2380 2400
Max payload 864 861
Compound mass 3430 3430
Max braked trailer mass 1050 1030
Max brakeless trailer mass 750 750
Max roof load
Max support load (vertical)

2 seats 3 seats 2 seats 3 seats
Own mass 1450 1470 1454 1475
Total mass 2020 2040 2370 2390
Max payload 570 570 916 915
Compound mass 3370 3390 3370 3390
Max braked trailer mass 1350 1350 1000 1000
Max brakeless trailer mass 710 710 720 720
Max roof load
Max support load (vertical)

Weight in kg

Petrol 1.2L 110hp
6-speed Manual

Weight in kg

Diesel 1.5L 100hp
6-speed Manual

L1 with normal payload L1 with increased payload

L1 with normal payload L2 with increased payload

100

Weight in kg

Diesel 1.5L 130hp
6-speed Manual

L1 with normal payload L1 with increased payload

Weight in kg

Diesel 1.5L 100hp
6-speed Manual

L2 with increased payload L2 Crew Cab
5 seats
1598
2350
752

3430
1080
750

100

100

74

74

74

74

100



Doblò Van & Crew Cab - WEIGHTS

2 seats 3 seats
Own mass 1523 1544
Total mass 2380 2400
Max payload 857 856
Compound mass 3430 3430
Max braked trailer mass 1050 1030
Max brakeless trailer mass 750 750
Max roof load
Max support load (vertical)

2 seats 3 seats 2 seats 3 seats
Own mass 1470 1494 1476 1493
Total mass 2040 2050 2385 2400
Max payload 570 556 909 907
Compound mass 3390 3400 3385 3400
Max braked trailer mass 1350 1350 1000 1000
Max brakeless trailer mass 710 710 720 720
Max roof load
Max support load (vertical)

2 seats 3 seats
Own mass 1522 1548
Total mass 2400 2400
Max payload 878 852
Compound mass 3400 3400
Max braked trailer mass 1000 1000
Max brakeless trailer mass 750 750
Max roof load
Max support load (vertical)

Weight in kg

Diesel 1.5L 130
8-speed Automatic

L1 with normal payload L1 with increased payload

Weight in kg

Diesel 1.5L 130hp
6-speed Manual

L2 with increased payload L2 Crew Cab
5 seats
1609

Weight in kg

Diesel 1.5L 130
8-speed Automatic

L2 with increased payload L2 Crew Cab
5 seats

100

2350
741

3430
1080
750

74

100

100

74

74

2350
705

3400
1050
750

1645



FIAT e-DOBLÒ Van & Crew Cab - WEIGHTS

L1 L2 Crew Cab
Own mass 1493 1548 1645
Total mass 2400 2400 2350
Max payload 907 852 705
Max front axle load 1200 1200 1200
Max rear axle load 1400 1400 1400
Compound mass 3400 3400 3400
Max braked trailer mass 1000 1000 1050
Max brakeless trailer mass 750 750 750
Max roof load
Max support load (vertical)

Weight in kg
Electric 50kWh battery

100
50


