
Scudo & e-Scudo Van - DIMENSIONS

External dimensions (mm) L2 L3
Length 4983 5333
Front overhang
Wheelbase
Rear overhang 803 1153
Width (outside mirror folded)
Width (with exterior mirrors open)
Height (min - max) 1930 - 1935 1935 - 1940
Ground clearance (depending on equipment)

Rear wing doors (mm) L2 L3
Opening width
Opening height
Min loading threshold 544 600
Max loading threshold 613 633

Sliding door dimensions (mm) L2 L3
Opening width
Opening height

Trunk dimensions (mm) L2 L3
Height
Length (without Magic Cargo) 2512 2862
Length (with Magic Cargo) 3674 4024
Half-height length 2185 2535
Magic Cargo hatch height / length
Width between wheel housings
Width

Trunk volumes (m3) L2 L3
Trunk volume (without Magic Cargo) 5,3 6,1
Trunk volume (with Magic Cargo) 5,8 6,6
Possible number of Europallets 3

881

1920
2204

150-175

1282
1220

335 / 333-438
1258
1636

1241
935

1220

3275



Scudo & e-Scudo Crew Cab - DIMENSIONS

External dimensions (mm) L2 L3
Length 4983 5333
Front overhang
Wheelbase
Rear overhang 803 1153
Width (outside mirror folded)
Width (with exterior mirrors open)
Height (min - max)
Ground clearance (depending on equipment)

Rear wing doors (mm) L2 L3
Opening width
Opening height
Min loading threshold 539 595
Max loading threshold 608 628

Sliding door dimensions (mm) L2 L3
Opening width
Opening height

Trunk dimensions (mm) L2 L3
Height 1337 1339
Loading space floor length 2017 2365
Half-height length 1352 1700
Width between wheel housings
Width

Trunk volumes (m3) L2 L3
Trunk volume 3,2 4
Maximum seats

1618

6

1895 - 1940

1220

935
1181

1258

881
3275

2010
2204

150-175

1282



Scudo Van & Crew Cab - TECHNICAL DATA

Engine

Emission standard
Dispalcement cm3
Max power kW (hp) / rev/min
Max torque Nm / rev/min
Stop&Start system

Type of gearbox
No. of gears

Type
Turning radius measured from wheel (m)

Front
Rear

standard
with the option of 17" aluminum rims

Consumption (Van 3 seats) L2 L3 L2 L3 L2 L3 L2 L3
Combined (l/100km) WLTP 6,6 6,8 7,2 7,5 7,3 7,6 7,2 7,4
CO2-Emission combined (g/km) WLTP 172 178 189 196 192 199 188 194
Fuel
Fuel tank capacity (l)

Consumption (Crew Cab 6 seats) L2 L3 L2 L3 L2 L3 L2 L3
Combined (l/100km) WLTP 6,7 - 7,3 7,6 - - - -
CO2-Emission combined (g/km) WLTP 176 - 192 198 - - - -
Fuel
Fuel tank capacity (l)

Max speed km/h
Acceleration 0-100 km/h (sec)

145
Performance

-
170
11,7

170
9,9

170
8,5

12.40

disc brakes (ventilated)
disc brakes

215/65 R16
215/60 R17

300 / 1.750 340 / 2.000 370 / 2.000 400 / 2.000
• • • •

1499 1997 1997 1997
88 (120) / 3.500 106 (145) / 3.700 106 (145) / 3.700 130 (177) / 3.700

Diesel 1.5L 120hp
6-speed Manual

Euro6d-Temp

Diesel 2.0L 145hp
6-speed Manual

Diesel 2.0L 145hp
8-speed Automatic

Diesel 2.0L 180hp
8-speed Automatic

Brakes

Wheels and tyres

Diesel
70

Diesel
70

Transmission

Steering

Manual Automatic
86

Power steering



e-Scudo Van & Crew Cab - TECHNICAL DATA

Engine & powertrain
Max power kW (hp)
30-minute-power kW (hp)
Max torque Nm
Drive
Transmission

Battery (Li-ion) L2 L3 L2 L3
Range (with full battery) in km according to WLTP
Combined consumption WLTP (kWh/km)
CO2 emission (g/km)

Mode 3 charging, 0 - 100% (11kW/3-phase wallbox)
Fast charging, 0 - 80% (100 kW CCS)

standard
with the option of 17" aluminum rims

Max speed km/h
Acceleration 0-100 km/h (sec) 12,1

130
13,3

Charging

Performance

~4h 45min
~30 min

~7h
~45 min

Electric motor 100 kW (136 hp)
50kWh battery 75kWh battery

front-wheel
Automatic electric drive with fixed gear ratio

100 (136)
57 (77)

260

Wheels and tyres
215/65 R16
215/60 R17

130

224 350
21,7 - 26,1 24,4 - 27,3

0



Scudo Van - WEIGHTS

L2 L3
Own mass 1600 1600
Total mass 2600 2800
Max payload 1000 1200
Compound mass 4030 4030
Max braked trailer mass 1800 1800
Max brakeless trailer mass 750 750
Max roof load
Max support load (vertical)

L2 L3
Own mass 1700 1700
Total mass 2700 3100
Max payload 1000 1400
Compound mass 5000 5000
Max braked trailer mass 2500 2500
Max brakeless trailer mass 750 750
Max roof load
Max support load (vertical)

L2 L3
Own mass 1700 1750
Total mass 2700 3100
Max payload 1000 1350
Compound mass 4900 4900
Max braked trailer mass 2300 2500
Max brakeless trailer mass 750 750
Max roof load
Max support load (vertical) 92 100

L2 L3
Own mass 1700 1750
Total mass 2700 3100
Max payload 1000 1350
Compound mass 4900 4900
Max braked trailer mass 2300 2500
Max brakeless trailer mass 750 750
Max roof load
Max support load (vertical) 92 100

72

100
170

170

Weight in kg
Diesel 2.0L 180hp

8-speed Automatic

Weight in kg
Diesel 2.0L 145hp

8-speed Automatic

170

Weight in kg
Diesel 1.5L 120hp
6-speed Manual

Weight in kg
Diesel 2.0L 145hp
6-speed Manual

170



e-Scudo Van - WEIGHTS

L2 L3
Own mass 1800 1900
Total mass 2800 2900
Max payload 1000 1000
Max front axle load 1500 1500
Max rear axle load 1500 1500
Compound mass 3865 3865
Max braked trailer mass 1000 1000
Max brakeless trailer mass 750 750
Max roof load
Max support load (vertical)

L2 L3
Own mass 2000 2000
Total mass 3000 3000
Max payload 1000 1000
Max front axle load 1500 1500
Max rear axle load 1800 1800
Compound mass 4014 4045
Max braked trailer mass 1000 1000
Max brakeless trailer mass 750 750
Max roof load
Max support load (vertical)

-
60

Weight in kg
Electric 50kWh battery

-
60

Weight in kg
Electric 75kWh battery



Scudo Crew Cab - WEIGHTS

L2 L3
Own mass 1800 1800
Total mass 2700 3100
Max payload 900 1300
Compound mass 5000 5000
Max braked trailer mass 2300 2500
Max brakeless trailer mass 750 750
Max roof load
Max support load (vertical) 92 100

L2 L3
Own mass 1800 1850
Total mass 2700 3100
Max payload 900 1250
Compound mass 4900 4900
Max braked trailer mass 2300 2500
Max brakeless trailer mass 750 750
Max roof load
Max support load (vertical) 92 100

L2 L3
Own mass 1900 1850
Total mass 2800 3100
Max payload 900 1250
Compound mass 4900 4900
Max braked trailer mass 2070 2000
Max brakeless trailer mass 750 750
Max roof load
Max support load (vertical) 83 80

170

170

Weight in kg
Diesel 2.0L 145hp

8-speed Automatic

170

Weight in kg
Diesel 2.0L 180hp

8-speed Automatic

Weight in kg
Diesel 2.0L 145hp
6-speed Manual



e-Scudo Crew Cab - WEIGHTS

L2 L3
Own mass 1900 2000
Total mass 2800 2900
Max payload 900 900
Max front axle load 1500 1500
Max rear axle load 1800 1800
Compound mass 3925 4100
Max braked trailer mass 1000 1000
Max brakeless trailer mass 750 750
Max roof load
Max support load (vertical)

L2 L3
Own mass 2100 2100
Total mass 3000 3000
Max payload 900 900
Max front axle load 1500 1500
Max rear axle load 1800 1800
Compound mass 4090 4100
Max braked trailer mass 1000 1000
Max brakeless trailer mass 750 750
Max roof load
Max support load (vertical)

-
60

Weight in kg
Electric 50kWh battery

-
60

Weight in kg
Electric 75kWh battery


